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(57) Abstract: The method for producing a piece 
made of sintered silica comprises the following 
steps: a) casting a slurry, which is based on an 
amorphous silica powder and on a liquid, between 
the inner (14) and outer (12) parts of a mold (10) 
in such a manner as to delimit a wall (38) of 
said piece (40); b) evacuating, at least in f)art, 
the liquid; c) removing the piece from the mold 
whereby obtaining a green piece; d) additionally 
drying the green piece, and; e) sintering the green 
piece. This method is characterized in that in 
step b), the solvent is evacuated through a single 
inner (14) and outer (12) part of the mold (10) 
in at least one are delimiting a useful portion 
of the wall (38), the impermeable part having a 
deformable lining (30). 

(57) Abrege : Ce proc6d6 de fabrication d*une 
pi^ce en silice frittee comprend les etapes 
suivantes : a) coulage d'une barbotine h base 
d'une poudre de silice amorphe et d'un liquide, 
entre des parties int^rieure (14) et extreme (12) 
d'un moule (10) de mani^re ^ delimiter une paroi 
(38) de ladite pi^e (40), b) Evacuation, au moins 
partielle, du liquide, c) d^moulage pour obtenir 
une pi^ce crue, d) s^hage compl^mentaire de la 
pi^e crue, e) frittage de la pidce crue. Ce proc6d6 
est remarquable en ce que, ^ I'^tape b), dans au 
moins une zone d^limitant une portion 
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utile de la parol (38), on 6vacue ledit solvant k travers une seule des parties int^rieure (14) et ext^rieure (12) du moule (10), la partie 
impermeable comportant une chemise (30) deformable. 



